
Key Features
• QuickTurn Adjustable Torque
• 304 Stainless Steel / Aluminum Construction
• Tooless Change Over
• Pneumatic Motor Drive
• Automatic Diving Head
• Foot Petal Operation
• Tooless Height Adjustment
• Reversible for Uncapping Operations
• One Set of of Adjustable Change Parts Included
• Noise Reducing Muffler fo Quiter Operation

Accucapper BT

SEMI-AUTOMATIC BENCH TOP CHUCK CAPPER
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Optional Features
• Chuck Sizes from 9-120mm for Different Size Closures
• Insert Sizes from 9-120mm for Different Size Closures
• Custom Adjustable Bottle Fixtures
• Custom Chucks and Inserts are Available to 

Accommodate Irregular Caps Such as... 
- Sports Caps 
- Over Caps



SEMI-AUTOMATIC BENCH TOP CHUCK CAPPER

The and its table top operation allows for manually placed caps on 
bottles to be accurately and automatically tightened with greater torque then handheld 
models. The Semi-Auto Bench Chuck Capper uses the same 
chucks and inserts as Accutek’s other cappers to accurately tighten caps. A pnuematic 
racteceting clutch determines how much torque is applied to each cap.
 
Our Semi-Auto Bench Top Chuck Capper’s are designed to handle most bottle types 
including P.E.T, P.V.C, plastic, and glass. To eliminate damage to caps and reduce insert 
wear, the  comes with adjustable torque values.  

The  comes complete with: a 1 air motor universal stand to mount 
onto your work surface, one chuck, and one insert (up to a size 50). 1 Air motor tool. All of 
our equipment is manufactured on-site in Vista, California. Come and visit our showroom. 

Height: 24” (2,133.6 mm)
Length: 8’ (6,705.6 mm)
Depth: 12” (1,524 mm)

Approx. 30 lbs. (13.6 kg)

30 CPM

Minimum: 22 mm
Maximum: 110 mm

None

80-100 PSI / 2 CFM
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Specifications

Features

1399 Specialty Drive, Vista CA 92081 • 760.734.4177 • Fax 760.734.4188 
Email: sales@accutekpackaging.com • www.accutekpackaging.com


